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ABSTRACT

This paper exam nes the applica-
tion of the latest in precision elec-
tronic angle neasurenent instrumenta-
tion, combined with portable conputer
technol ogy, to the neasurenent of the
angl es of inclination during inclining
experinents. The Conputerized Angle
Measur enent System (CAMS), devel oped by
JJH Inc., will be described as to its

configuration and function including
the nethods used in data acquisition to
enhance both its ease of use and accu-
racy of the results. The software for

data acquisition will also be
di scussed.  The CAMS will be conpared
to traditional pendulums and nmechanica

tangent inclinoneters in the areas of
accuracy, cost, and ease of use. CAMS
will be shown to be a very accurate,

cost effective, and easy to use too

for angle neasurement during inclining
experinents.

| NTRODUCTI ON

The stability characteristics of a
vessel are always a main concern both
during its design and throughout its
service life. Maintaining adequate
stability wll ensure the vessel's
ability to operate and to meet nission
requirenents. | nadequat e stability
will reduce the vessel's operating
ability, cargo carrying capacity or
could lead to disaster.

Whil e nmuch effort has been put
forth in inproving the techniques of
wei ght estimating, weight reduction,
wei ght control and wei ght accounting,
during both the design and construction

phases, the i nclining exper i ment
remins the only satisfactory nethod
for deternmining the vertical center of
gravity of a vessel either at the

time of construction or throughout its
service life. The inclining experiment
provi des the basic data for calculating
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the vessel's weight and centers of
gravity in the vertical, |ongitudina

and transverse directions for in

al |

: on use
eval uations of stability.

During an inclining experinent,
certified weights are placed onboard
the vessel and shifted to create known
transverse nonents. The heel angles
caused by these nonents are accurately
measured and their tangents are plotted
agai nst the nmoments to yield a straight

line. The vessel's netacentric height
(G is determined by dividing the
slope of the plotted line by the
vessel's displacement. A nore detailed

description of the inclining experiment

stability test can be found in
References [I] and [2].

Traditionally, the inclining an-
gl es have been neasured by means of
either pendulums or, in the case of

many U S. Navy ship inclinings, mech-
anical tangent inclinoneters. Mor e
recently, electrical and electronic
devices which display single angle

neasurenents have occasionally been
enpl oyed. Each of these devices is
limted by either the tmeand expense
involved in fabrication and assenbly,
the need for averaging the inclining
angles "by eye", or the lack of a means

for permanent data recording.
. IN order to overcone the linita-
tions of these devices and to take

advant age of some of the latest tech-
nol ogy in precision electronic angle
measur enent i nstrumentation, the
Comput eri zed Angle Measurenent System
(CAMB) was devel oped.

CONFI GURATI ON OF THE CAMS

The CAMS consists of a |aptop com
puter, three electronic clinoneters, an
RS232 serial comunications nultiplexer
and a rechargeable battery. Al of the
conponents fit into two brief case size



cases for easy transport. The general
configuration of the CAMS is shown in
Figure (1).

LAPTOP
COMPUTER

gﬁ*ﬁ“ﬁ :

MULTIPLEXER

............

SENSOR | SENSOR 2

SENSOR3

Fig. 1 Configuration of the CAMS

The brain of the systemis the
driving and control ling sof t war e
witten in BASIC Language and run by
the laptop conputer. The software is
menu driven controlling RS232 seri al
conmuni cations, data acquisition, the
saving of data to floppy disk, on-site
data review and data printing. Figures
(2) and (3) show the main nenu and the
readings menu. Not shown is the data
review menu which has options identical
to the readings nmenu in Figure (3).
These three menus provide an overview
of the various data acquisition and
review options available. Single line
pronpts are provided for the other main
menu options and keyboard inputs such
as ship name, weights, and weight
moverment di mensions.  An exanple of a
printed report for a typical inclining
Is shown in Figure (4).

The systemis set-up on a vessel
with the laptop conputer, the multi-
pl exer and the batter?/ in a weather
protected area, usually the ship's
bridge, with the clinonmeters placed as
far apart as practical. Each clino-
neter nust be placed on a snooth and
solid part of the vessel's structure in
| ocations where they will not be dis-
turbed. The clinoneters need not be
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| ocated on perfectly |evel as
will be explained |ater.

MAIN MENU

I-INITIALIZE DISK FOR NEW SHIP
2-CALIBRATION
3-TAKE READINGS
4-REVIEW READINGS FROM DISK
5-PRINT DATA TO PRINTER
6-TERMINATE SESSION

ENTER OPTION

Fig. 2 The Main Menu

FkKKdkxkxx*XDATA RECORDING MENUHFHHkskkhhrk

I-INITIAL ZERO 10-1ST RECHECK STBD
2-1ST READING STBD 11-2ND RECHECK STBD
3-2ND READING STBD 12-3RD RECHECK STBD
4-3RD READING STBD 13-4TH RECHECK STBD
5-1ST ZERO RECHECK 14-3RD ZERO RECHECK
6-1ST READING PORT 15-1ST RECHECK PORT
7-2ND READING PORT 16-2ND RECHECK PORT
B-3RD READING PORT 17-3RD RECHECK PORT
9-2ND ZERO RECHECK IB-4TH RECHECK PORT
M-MAIN MENU

SELECT READING
Fig. 3 The Readings Menu

Each clinometer is housed in an
aII weat her al um num case, as shown in
?ure (5), and is connected to the
tinpl exer via a 50 foot | ong cable
with an all weather connector, allowing
for remte placenent. The 50 foot cable
|l ength was chosen as it is the maxi mum
allowable length for accurate data
transm ssion without the use of signal
repeaters. The nultiplexer is a four
channel code activated switch which is
connected to the RS232 communi cations
port of the |aptop conputer via a three
foot long cable. The multiplexer allows
the single conputer to switch between
the three clinoneters through use of
software commands. Power for the com
puter is supplied by either an internal
rechargeable battery or a 110 volt AC
adapt er. The electronic clinoneters
and the nultiplexer are powered by the
ext er nal rechargeabl e battery. The
capability of operating under battery
power was a requirenent for all conpon-
ents as a portable systemis desired.
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SHIP:  USS NEVERSAIL
DATE OF INCLINING: 08-31-88
WEIGHTS: 1 171 Lt
2 1.70 Lt
3 174 Lt
4 157 Lt
5  1.30 Lt
6  1.50 Lt
SENSOR 1
OBS UT # DIST MOMENT  ANGLE  TANGENT
(ft) (ft-Lt) (deg)  (-Stbd)
1 0 0.00 0.00000
2 1 16.0 27.4 -0.87 -0.01519
3 1 16.0
3 16.0
5 16.0  76.0 -2.28 -0.03981
4 3 16.0
5 16.0  48.6 -1.47 -0.02566
5 0 0.0l 0.00017
6 2 16.0 27.2  0.80 0.01396
7 2 16.0
4 16.0
6 16.0  77.7  2.28 0.03981
4 16.0
6 16.0 50.5  1.48 0.02584

Fig. 4 A Typical

THE CLI NOVETER

Wthin the clinonmeter case is a
mcroprocessor, a Program Read Only
Menory (PROM) conputer chip and a
sensing unit. The clinoneter electron-
ically converts a difference in capaci-

tance into a measurenent of angul ar
position.  Wen triggered, the clino-
neter's microprocessor runs the pro-

gram (stored in the PROVM reading the
difference in capacitance fromthe sen-
sor and converting this difference into
an angle output in the RS232 seri al
communi cations format. The sensor and
its operation are described as follows:

"The sensor housing consists of
two, cast zinc chanber halves with a
comon capacitor plate sandw ched be-

tween. The two sensor halves form
electrical ground plates equidistant
from the common capacitor plate that

isolates them The capacitor is a cop-
per-plated plastic disc, which has been
chemcally etched to create two, in-
dependent, capacitor plates. A parti-
tion in each sensor half electrically
isolates the plates, thus fornming two
chambers in each sensor half. Each
chanber is filled with equal anounts
(by volunme) of a dielectric liquid and
an inert gas. Slots at the top and
bottom of the partition pernit equali-
zation of the fluid level and gas pres-
sure between the chanbers.

“When the unit
its sensitive axis,

is rotated about
the liquid and gas

INCLINING
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REPORT ****k**

SENSOR 2 SENSOR 3
ANGLE TANGENT ~ ANGLE TANGENT
(deg) (-Stbd)  (deg) (-Stbd)
0.00 0.00000 0.00 0.00000
-0.90 -0.01571 -0.91 -0.01588
-2.26 -0.03946 -2.27 -0.03964
-1.47 -0.02566 -1.46 -0.02548
0.02 0.00035 0.02 0.00035
0.79 0.01379 0.77 0.01344
2.30 0.04016 2.31 0.04034
1.50 0.02619 1.52 0.02654
Printed Inclining Report

within the chanmbers nmove with respect
to the two conmon capacitance plates.
The liquid has a greater dielectric
constant than the gas, so if one common
plate is subnerged nore than the other,
it will exhibit higher capacitance.
Because of the constant radius (circu-
lar) shape, equal anounts of the
capacitor plates will be covered/un-
covered by the fluid as the sensor ro-
tates. This assures a linear change in
capacitance ratio and thus in output
signal .

"The clinoneter contains integral
el ectronic circuitry to translate the
sensor's differential capacitance into
a usable output signal[3]." The shape
of the capacitance plate is precisely
conputer generated and a fluid mxture
with an exact dielectric constant, con-
ductivity, and viscosity is used to
produce the linearity and resol ution
shown in Table I. Figure (6) shows the
configuration of the sensor housing and
capacitor plate.

TABLE |
CLI NOVETER SPECI FI CATI ONS

Linearity 0 to 20 Deg +0 05 Deg
20 to 60 Deg 0.1 Deg

Resol ution +0 001 Deg

Range +0 to 60 Deg
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Fig. 5 The Clinometer

SENSOR
HOUSING

ETCHED CAPACITOR
PLATE

SENSOR
HOUSING

Fig. 6 Exploded View of the Sensor
Housi ng and Capacitor Plate

CAL| BRATI ON

Prior to an inclining experinent
the clinoneters nust be calibrated.
This is acconplished by placing the
clinoneter on a level surface and ad-
justing an internal zero pot until the
clinoneter reads zero degrees. Next, a
calibration block is placed beneath the
clinometer and an internal scale pot is
adj usted until the clinoneter reads the
known angle of the calibration block.
The calibration block is then rotated
180 degrees and the clinoneter reading
is checked to ensure consistency
bet ween port and starboard readings.
Twocal i bration bl ocks have been fabri-
cated, with 2 degree and 5 degree
angles, for additional verification of
the linearity of the scale adjustnent.

MICROPROCESSOR
AND PROM
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Both the zero pot and the scale
pot are located inside the clinoneter's
protective case which must be renoved
for access. The calibration is, there-
fore, perforned in the office rather
than on-site. Thi s has proven to be
quite satisfactory. Once the clino-
meters have been properly calibrated,
no drift has been found in either the
zero or scale, even after repeated cal -
i bration checks over a period of sev-
eral nonths. Even though adjustments
may not have to be made, the calibra-
tion is checked prior to use on each
experiment.

A sub-routine in the conmputer pro-
gramis provided for this calibration.
Wth this routine the clinoneter to be
calibrated is selected and triggered
repeatedly.  The individual angle read-
ings are displayed on the computer
screen allowing for feedback as the
zero pot or scale pot are adjusted

DATA ACQUI SI TI ON METHCDS

Al data acquisition is controlled
by the laptop conmputer running the nenu
driven conputer program The program
provi des and controls all channel se-
lection signals to the nultiplexer and
trigger signals to the clinoneters.
The  program sequences the proper
signals to the mltiplexer and the
clinometers to facilitate the reading
of the sensors in as simltaneous a
manner as possible.  The program al so
tines the trigger signals to the clino-
meters to ensure triggering of each
clinometer's internal sensor reading
routine at the optinum frequency.

The sequencing of the programis
as follows:

1. Channel 1, for clinometer 1,
is selected.

2. Ten individual readings are
t aken.

3. Checks are made on the indi-
vidual readings so erroneous

data is disregarded. The
acceptabl e data is then
aver aged.

4, Channel 2, for clinoneter 2,
is selected.

5. Ten readings are t aken
checked and averaged.

6. Channel 3, for clinometer 3,
is selected.

7. Ten  readings are  taken

checked and averaged.
8. Reiterate starting at Step 1.



After five iterations of this loop the
five readings are averaged, the inclin-
ing angle reading is established and is
di spl ayed on the conputer screen and
saved to the floppy disk.

At the start of an inclining ex-
perinent an initial reading is taken at
a condition of zero inclining noment.
This reading is then used to compute
the change in angle, and its tangent,
for subsequent readings in the various
heel ed conditions. Using this method
precl udes the necessity for adjusting
the clinometers to read a zero angle or
to be placed on level structures

COVPARI SONS W TH OTHER EQUI PMENT
Pendul uns

A typical pendul um arrangement is
shown in Figure (7). Three such assem
blies nust be fabricated and then
installed on the vessel at a consider-
abl e expenditure of man-hours. It iIs
often difficult to find suitable |oca-
tions for pendul uns which nust have a
length of 10 feet or nore in order to
produce the 6 inch mnimum deflection
at maxi mum nonent required by Reference
[2]. This is especially difficult on
smaller vessels. Many tinmes the only
suitable locations on any vessel are
narrow vertical trunks making access
for the pendul um reader and providing
adequate lighting difficult. Installa-
tion and renmoval of the damping oil is
also conplicated by tight spaces.
Access for accurate neasurenment of the

SHIP'S STRUCTURE
RING
KNIFE EDG|

E
{CLAMPED OR WELDED
TO SHIP'S STRUCTURE)

PIANO WIRE

{OR FISHING LINE)
-~}

FLAT BAR

FINNED PLUMB 80B

Fig. 7 A Typical

Pendul um Assenbl y
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pendul um | ength can be hanpered by the
pendul um bei ng suspended under a hatch.
Communi cation nust also be provided
between the three pendul um readers and
the inclining supervisor.

The accuracy of a pendul um reading
is largely dependent on the reader's
experience and ability to average the
pendul um's swing "by eye" and pick the
mean of the swing to mark as the
reading. There are also errors assoc-
iated with neasurement of the pendul um
length and the nmarked deflection.

. The CAMS requires very little
time, effort or space for set-up. No
vertical trunks are required and the

conputer can be set up next to the tan-
gent plot table allow ng one person to
take all of the angle readings and con-
struct the plot of tangents. A nininum
of four personnel are required to per-
formthese functions when pendul uns are
used. Pendul unms nust be set-up the day
before the inclining by several people
taking nuch of the day and inhibiting
shin's force in their activities.

Set-up on the CAMS requires only about
30 mnutes of one person's time on the
day of the inclining. The CAMS saves
all of the angle readings along with
data for weights and their novenents
while the only permanent record pro-
vided by a pendulum are deflection
marks on the batten which make up only
hal f of each reading.

Tangent Inclinoneters

Figure (8) shows the configuration
of a typical nechanical tangent inclin-
oneter. These devices were devel oped
by the U S. Navy in the 1940's and
have been used predomi nantly for the
inclining of U S. Navy ships. The
tangent inclinometer is essentially a
short (usually 10 inches long), hori-
zontal pendul um Three large radius
spirit vials are used to establish
level for the instrument. Three dif-
ferent radii are provided for coarse
and fine adjustnent. The unit is
pl aced on a sturdy table or solid
structure on the ship and is |eveled
for the initial zero reading by neans
of two screw feet. For each heel angle
during the inclining, the top plate is
re-level ed by using the graduated whee
at the right which turns a threaded rod
through the top plate. The left end of
the top plate acts as a pivot. The
reading is the tangent of the angle and
is determined fromthe position of the



graduated wheel in relation to the ver-
tical scale after re-leveling. An
accuracy simlar to that of a pendul um
is achieved through holding very close
tol erances in the machining of the var-
ious netal parts.

It is these close tolerances that
cause the cost of building one tangent
inclinometer to exceed the cost of all
of the conponents of the CAMS toget her.
Three tangent inclinometers would be
required for an inclining experiment.
The tangent inclinometer also provides
no means for direct recording of the
angle data like the CAMS and each tan-

gent inclinonmeter requires an experi-
enced individual reader and conmuni -
cations like those required for
pendul ums.

Fig. 8 A Typical Tangent Inclinoneter

O her Electrical/Electronic Cinoneters

Several electrical and electronic
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angl e sensing devices were investigated
during the devel opnent of the CANB.
The particular clinometer used in the
CAMS was sel ected because it was the
only device found which could provide
for conmputerization of the system
direct saving of nunerical values and
portability through battery powering,
all at a reasonable cost while pro-
viding a greater accuracy than any of
the other devices considered.

CONCLUSI ONS

The CAMS is a very accurate, cost
effective, and easy to use angle
measurenment tool for inclining experi-
ments. It is easier, cleaner and |ess
expensive to install and nmore portable
than pendul uns. It also takes |ess
manpower to use and provides for nore
conpl ete and permanent data recording
than either pendulunms or tangent
inclinometers.  The CAMS has been used
during inclining experiments on several
U. S. Navy ships under the cognizance

of the Naval Sea Systems Command

( NAVSEA) . Wth CAMS, the inclining

experiment has entered the conputer

age.
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